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Dimensional & Range 
of Motion Illustrations

Ergotron®

WorkFit-A, Single LCD Mount, LD

Weight Capacity

Range of Motion

180˚

20˚

10˚ Portrait/Landscape 
rotation stop screw 
can be installed for 

0˚ rotation.

5 - 15 lbs
(2.3-6.8 kg)

A

20"
(508 mm)

90˚

0.78"-2.56" (20-65mm)

Desk Thickness:

Dimensions
7.2"

(184 mm)

9"
(228 mm)

10.7"
(271 mm)

27.1"
(688 mm)

21.8"
(554 mm)

3.5"
(90 mm)

4.3"
(109 mm)

10.2"
(260 mm)

7.3"
(186 mm)

43.7"
(1111 mm)

16.9"
(428 mm)

24.1"
(611 mm)

16.9"
(429 mm)

12.6"
(320 mm)

2.8"
(71 mm)

10"
(253 mm)

42.7"
(1085 mm)

4.7" (119 mm)

0.7"
(18 mm)

9.3"
(237 mm)

4.1"
(105 mm)

10"
(254 mm)

22.8"
(579 mm)

< 5 lbs 
(2.27 kg)

< 2 lbs 
(0.9 kg)

B

C

0.75"
(19 mm)

10.8"-15.8"
(274-401 mm)
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Dimensional & Range 
of Motion Illustrations

Ergotron®

WorkFit-A, Single LCD Mount, HD

Weight Capacity

Range of Motion

180˚

20˚

10˚ Portrait/Landscape 
rotation stop screw 
can be installed for 

0˚ rotation.

10 - 20 lbs
(4.5-9.1 kg)

20"
(508 mm)

90˚

0.78"-2.56" (20-65mm)

Desk Thickness:

Dimensions
7.2"

(184 mm)

8.4"
(213 mm)

10.7"
(271 mm)

27.1"
(688 mm)

21.8"
(554 mm)

3.5"
(90 mm)

4.3"
(109 mm)

10.2"
(260 mm)

7.3"
(186 mm)

43.7"
(1111 mm)

16.9"
(428 mm)

24.1"
(611 mm)

16.9"
(429 mm)

12.6"
(320 mm)

2.8"
(71 mm)

10"
(253 mm)

41"
(1040 mm)

4.7" (119 mm)

0.7"
(18 mm)

9.3"
(237 mm)

4.1"
(105 mm)

10"
(254 mm)

22.8"
(579 mm)

A

< 5 lbs 
(2.27 kg)

< 2 lbs 
(0.9 kg)

B

C

0.75"
(19 mm)

10.8"-15.8"
(274-401 mm)
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Dimensional & Range 
of Motion Illustrations

Ergotron®

WorkFit-A, Dual

21.25" (540 mm)

maximum

21.25" (540 mm)

maximum

*Attention: Listed 

allowable widths assume 

monitor thickness is 2" (51 

mm). If monitor thickness 

is less, allowable width 

may be more. Contact 

Ergotron for details.

< 42.5"
(1080 mm)

< 42.5"
(1080 mm)

Weight Capacity:

Portrait/Landscape rotation stop screw 
can be installed for 0˚ rotation.

0.78"-2.56" (20-65mm)

Desk Thickness:

Dimensions

7.2"
(184 mm)

9"
(227 mm)

10.7"
(271 mm)

27.1"
(688 mm)

21.8"
(554 mm)

0.75"
(19 mm)

3.5"
(90 mm)

4.3"
(109 mm)

10.2"
(260 mm)

7.3"
(186 mm)

43.7"
(1111 mm)

16.9"
(428 mm)

24.1"
(611 mm)

16.9"
(429 mm)

12.6"
(320 mm)

2.8"
(71 mm)

10"
(253 mm)

40.95"
(1040 mm)

20"
(508 mm)

6 - 14 lbs
(2.72-6.35 kg)

6 - 14 lbs
(2.72-6.35 kg)

< 5 lbs 
(2.27 kg)

< 2 lbs 
(0.9 kg)

A

B

C

D

A+B  9-20 lbs (4.1-9.1 kg)

90˚

25.1"
(638 mm)

< 21"
(533 mm)

4.7" (119 mm)

180˚

0.7"
(18 mm)

9.3"
(237 mm)

4.1"
(105 mm)

10"
(254 mm)

22.8"
(579 mm)

Range of Motion

6.5"-11.5"
(165-292 mm)

or
10.8"-15.8"

(274-401 mm)


